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Sterling Self-Lubricating Wheels 


Sterling Self-Lubri- 
cating Wheels Nos. 1 
and 2. Sterling Bar- 
rows are acknowl- 
edged to be the light- 
est pushing barrows 
on the market. 

All of our barrows 
are equipped with 
self-lubricating wheels 
which accounts for 
the “easy pushing.” 


The Standard Sterling wheels are 16 in. diameter, constructed from the 
highest grade of material and are conceded to be the best wheelbarrow wheel 
on the market. The No. 1 wheel has a 5/16 in. bar steel tire with 11% in. face. 
The No. 2 wheel has a % in. bar steel tire with 114 in. face. The wide face 
of these tires gives a large bearing surface when being used in soft footing. 


The No. 1 and No. 2 are both equipped with 8 bar steel spokes which are 
shouldered and hot riveted to the tire. The spokes in the No. 1 wheel are %% in. 
diameter and in the No. 2 wheel they are 1% in. diameter. 


The hub is bored out at each end to receive the Self-Lubricating composi- 
tion bushings which are everlasting and fool proof. 


Shaft and wheel bracket construction consists of a piece of round smooth 

| steel and two unbreakable malleable iron brackets which are provided with | 
dust proof collars. The shaft and brackets are coupled together with spring 
| cotter pins. This method of coupling the wheel shaft and brackets together not 
only forms a very excellent bearing for the wheel but also forms a rigid front 
brace for the handles. 


In constructing a wheel such as we have described above we do so because 
the wheel carries the load and not the wheeler. 


Sterling Wheel Tester 
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Our method of testing Sterling wheels proves without a doubt that they 
are constructed to withstand the most exacting conditions. The Sterling Self- 
Lubricating wheel was tested and changed, and tested again on the above illus- 
trated Testing Machine, until it was proven that the Sterling wheel will stand 
the hardest of contractors’ usage and is absolutely self-lubricating. 


We have a self-lubricating wheel in our show room at the factory which 
was tested 10 hours per day, 6 days a week for 8 weeks under a load of 600 
Ibs., and which traveled 1,056 miles over the bumps on our testing machine. The 
wheel stood this supreme test and is as good today as it was the day when it 
was installed on the machine. 
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The Sterling Wood Frames 


The Sterling wood frames are the result of years of experience, designing 
and testing by barrow experts. The result of this experience, designing and 
testing is that we now present to our patrons a completely redesigned and 
improved line of Barrow Frames. 


The No. 1 frame (shown above) is constructed with handles of bone dry 
hard maple, surfaced on four sides, full bolted and it is mounted on channel 
iron legs which are reinforced by an extra shoe riveted onto the wearing surface 
of the leg. 


The legs are clamped to the handles with Sterling Patented Handle Clamps, 
which eliminate bolt holes and prevent breakage at this point. The legs are 
securely riveted together by means of channel and bar iron braces, making an 
underframing with exceptional strength. 


This frame is equipped with Forged Steel nose guard and is mounted on a 
No, 2 Self-Lubricating Wheel. Where very hard work is to be done, the 
handles are reinforced with bar steel. 


Tray raisers are placed on this frame, which lifts the nose of the tray and 
permits the handling of concrete. 


The No. 2 frame is designed for lighter work, and is not equipped with 
handle clamps or Forged Steel nose guard. In place of the nose guard, the 
No. 2 frame has metal protected, extended handles, permitting dumping, either 
sidewards or frontwards. Aside from these changes the No. 2 is similar to 
No. 1 in construction. 


The No. 3 frame is recommended where light work is to be done. This 
type of construction has neither handle clamps nor extended handles, Other- 
wise similar in construction to No. 1. 


The Sterling Tubular Frames 


The Sterling tubular frames are the result of expert wheelbarrow engineer- 
ing and are recommended for any kind of heavy work. 


The No. 4 frame is constructed from one piece of high grade steel tubing, 
bent to requisite shape to give proper width at handles, height at handles, 
proper position and carriage to the tray and proper height at the wheel. 


Channel iron legs which are protected at the wearing points with heavy 
steel shoes are bolted and clamped with Sterling patented handle clamps to 
tubing, completing a wheelbarrow frame which is meritorious in every partic- 
ular and cannot be excelled for strength, durability and simplicity. 


As the capacities of the trays increase, we also increase the size and weight 
of the Sterling frames, making greater strength for greater capacity. 


We now call your attention to the Sterling leg gear. The legs are made 
of heavy channel steel bent in such a way that a flat wearing surface is pre- 
sented to the runway, ground or pavement. This flat wearing surface is in turn 
protected with a heavy steel shoe riveted in place. 


It is self-evident that the large flat shoed foot of the Sterling leg will 
outlast a leg with rounded foot, which only presents a line contact to the run- 
way, ground or pavement. 


This feature which is the latest improvement in wheelbarrow construction 
should be sufficient to prove that Sterling barrows are constructed not only 
to give the user his money’s worth, but to give him three times the value of the 
money invested. 


We ask your consideration of the above advantages of the Sterling Line 
after which we are positive that you will buy no other. 


The Forged Steel 
Wheel Guard or Nose 
Piece, not only forms 
a rigid front brace 
and best possible pro- 
tection to the handles 
when forward dump- 
ing, but also braces 
and connects the han- 
dles, taking all twist- 
ing strain off of the 
wheel and frame. 


The two styles of 
handle clamps shown 
here serve one pur- 
pose and that is to 
strengthen the han- 
dles where the great- 
est strain comes and 
eliminate the  possi- 
bilities of broken han- 
dles due to bolt holes. 


Sterling Pat. Handle Clamp 
Used on No. 4 Frame. 


The handle clamps 
also tend to evenly 
distribute the load 
over the entire frame, 
thus adding to the 
life of the barrow 
With these new pat- 
ented improvements 
we claim that the 
Sterling barrows are 
the highest grade on 
the market 


Sterling Pat. Handle Clamp 
Used on No. 1 and No, 2 
Frame. 


In shipping Sterling barrows we pack the. frames as shown above, which 
not only protects but assures easy handling. All bolt holes are carefully bored 
which eliminates any necessity of extra labor when it comes to setting up the 
barrow. 


How to Set Up Sterling Wheelbarrows 


The setting up of a Sterling barrow requires less time and labor than is 
required by any other make. ‘This is due to the careful workmanship on 
Sterling barrows during their construction. It has been conceded that three 
Sterling barrows may be set up against one of any other make. 

Build a stand about 2 ft. 6 in. high—top, size and shape of tray bottom. 
Place tray reverse side up on stand with tray bolts sticking up through tray. 
Place handles, braces, legs and wheel in position (see sketch). Screw on all 
nuts and draw down tight with socket bit and brace. Three dozen is a fair 
day’s work. 
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Sterling Trays 
Standard Sizes, 2%, 3, 34%, 4 Cubic Feet Capacity 


Dimensions of Sterling Wheelbarrow '‘l'rays 


Trays Interchangeable Length Width Depth Depth 
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What part of a wheelbarrow receives the hardest usage and which must 
be constructed from the highest grade material and along the most modern and 
up-to-date lines? The tray of the barrow must stand the wear and tear and it 
was for everlasting wearing quality that Sterling trays were built. 

The Sterling trays differ from other trays in that instead of being pressed 
they are constructed from one piece of blue annealed steel of uniform thick- 
ness, are cut and riveted securely together, making a greater tray for strength 
and durability. This style of construction makes a double thickness at the 
corners where the hardest wear comes. The Sterling trays are reinforced 
around the top with 5/16 in. steel rod around which the top of the tray is rolled, 
securing a construction which is unexcelled for strength. 

Sterling trays are constructed in above specified gauges but will furnish 
heavier gauge if required. 


The proof of a good 
product is its univer- 
sal use. Thus do we 
claim that the No. 3 
has proven without a 
doubt that it is a uni- 
versal success in both 
service and price 


The No. 3 tray is constructed of 18 gauge steel and is mounted on a frame 
of bone dry hard maple and a No. 2 wheel (see page 2). The legs are well 
braced and fastened to the handles by means of a steel stirrup. Weight per 
dozen 685 lbs. Capacity 3 cu. ft. Price, per dozen, $76.00. 


Sterling Panhandle Barrow No. 3A 


The 3A barrow is 
Particularly adapted 
1or handling dry ma- 
terial. A glance at 
its construction will 


sturdiness and high 
grade workmanship. 


The No. 3A tray is constructed of 18 gauge steel and is mounted complete 
on a No. 3 frame and a No. 2 wheel. Weight per dozen 714 lbs. Capacity, 3 
cu. ft. Price, per dozen, $80.00. 


Write for Discounts 


A tile barrow of 
unexcelled adaptabil- 
ity, to various classes 
of work. Note the 
sturdy construction 
and then compare 
with any other. 


The No. 34 tile barrow is constructed from very hard maple securely bolted, 
with dash reinforced and braced, permitting the handling of large loads. 
Mounted on No. 3 frame without tray raisers (see page 4). Equipped with No. 
2 wheel. Weight per dozen 820 lbs. Price, per dozen, $84.00. 


Sterling Forward Dump No. 2 


a 


Just as there is a 
standard for all kinds 
of equipment so is 
the No. 2 barrow, de- 
signed for charging 
mixers, a standard for 
all barrows of similar 
construction 


The No. 2 tray is constructed of 16 gauge steel, supported at the front by 
a malleable iron arch and at the back by forged steel cross brace, mounted 
complete on a No. 3 frame, and No. 2 wheel (see page 2). Weight per dozen 
780 lbs. Capacity 314 cu. ft. Price, per dozen, $90.00. 


Write for Discounts 


The No. 5 will held 
over twice the load 
of an ordinary pan- 
shaped barrow. This 
advantage coupled 
with its heavy con- 
struction places it in 
a class by itself. 


The No. 5 tray is constructed of 16 gauge steel, mounted complete on a 


No. 3 frame without tray raisers. 


cu. ft. Price per dozen, $82.00. 


Weight per dozen 765 lbs. Capacity 31% 


Sterling Contractors’ Barrow No. 5A 


To meet the de- 
maid tor a general 
purpose barrow, we 
designed the No. 5A. 
It is very popular with 
contractors because 
of its adaptability. 


The No. 5A tray is constructed of 16 gauge steel mounted complete on a 


No. 3 frame and No. 2 wheel (see page 2). 


ity 31% cu. ft. 


Price, per dozen, $84.00. 


Write for Discounts 


Weight per dozen 790 Ibs. Capac- 


The No. 6 was the 
first barrow to be 
equipped with metal 
protected extended 
handles. The vast 
number of the usages 
for this barrow has 
won it international 
recognition. 


The No. 6 tray is constructed of 16 gauge steel and is mounted complete 
on a No. 2 frame (see page 4). Equipped with No. 2 wheel. Weight per 
dozen 820 Ibs. Capacity 31% cu. ft. Price, per dozen, $88.00. 


Sterling Concrete Barrow No. 6A 


This barrow is de- 
signed tor heavy 
work and is therefore 
equipped with Ster- 
ling patented handle 
clamps, which elimi- 
nate bolt holes and 
save handles. 


The No. 6A tray is constructed of 16 gauge steel and is mounted complete 
on a No, 2 frame with handle clamps and No. 2 wheel (see page 2). Weight per 
dozen 820 Ibs. Capacity 314 cu. ft. Price, per dozen, $90.00. 


Write for Discounts 


This barrow has all 
the advantages of the 
No. 6A anu has aa 
added advantage of 
its own in the torged 
steel wheel guard, 
which completes the 
greatest barrow ever 
constructed. 


The No. 15 tray is constructed of 16 gauge steel and is mounted on a No. 


1 frame and No. 2 wheel (see page 2). 


3% cu. ft. Price, per dozen, $96.00. 


Sterling “Iron-Clad” No. 21 


Weight per dozen 840 lbs. Capacity 


The handles of the 
No. 21 are reinforced 
with channel iron 
which runs the full 
length. For strength 
and service this bar 
row has the world 
beat 


The No. 21 tray is constructed of 16 gauge steel and is mounted complete 


on a No. 1 frame with reinforced handles (see page 4) and is equipped with 


No. 2 wheel. Weight per dozen 940 Ibs. Capacity 34% cu. ft. Price, per dozen, 


$120.00. 


Write for Discounts 
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This barrow is sim- 
ilar in construction to 
No. 21 but is equip- 
ped with a tray of 
greater capacity, per- 
mitting the handling 
of more material 


The No. 22 tray is constructed of 16 gauge steel and is mounted complete 
on a No. 1 frame with reinforced handles (see page 4). Equipped with No. 2 
wheel. Weight per dozen 980 Ibs. Capacity 4 cu. ft. Price, per dozen, $132.00. 


Sterling Coal Barrow No. 11A 


The severe usage 
given coal barrows 
will never break down 
the great popularity 
which the 11A has ac- 
quired. It is the 
greatest coal barrow 
on the market. 


The No. 11A tray is constructed of 14 gauge steel and is mounted com- 
plete on a No. 1 frame (see page 4) and No. 2 wheel. Weight per dozen 1140 
Ibs. Capacity 6 cu. ft dirt, 350 Ibs. hard coal, 600 lbs. block. Price, per dozen, 
$144.00. 


Write for Discounts 
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The No. 10 is de- 
signed for handling 
slo concrete or 
Gartat and for this 
purpose its thousands 
of users claim that it 
can’t be beat. 


The No. 10 tray is constructed of 16 gauge steel and is mounted complete 
on a No. 2 frame. Equipped with No. 2 wheel (see page 2). Weight per 
dozen 875 Ibs. Capacity 4 cu. ft. dry material; 3 cu. ft. wet concrete. Price, 
per dozen, $100.00. : 


Eureka Concrete Barrow No. 10A 


The No. 10A is 
zimilar in construc- 
tion to the No. 10 
but it is equipped 
with handle clamps, 
which permits the 
handling of reater 
loads without fear of 
broken handles. 


The No. 10A tray is constructed of 16 gauge steel and is mounted on a No. 
2 frame (see page 4). Equipped with handle clamps and No. 2 wheel. Weight 
per dozen 875 lbs. Capacity 4 cu. ft. dry material; 3 cu. ft. wet concrete. 
Price, per dozen, $102.00. 


Write for Discounts 
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The No. 16 is con- 
structed along the 
same lines as No. 15, 
but is equipped with 
a deeper tray, per- 
mitting the handling 
of thin sloppy con- 
crete. 


The No. 16 tray is constructed of 16 gauge stee! and is mounted complete 
on a No. 1 frame (see page 4) and No. 2 wheel. Weight per dozen 885 lbs. 
Capacity 4 cu. ft. dry material; 3 cu. ft. wet concrete. Price, per dozen, $108.00. 


Sterling “Iron-Clad” No. 28 


You will look a 
long time before you 
will find a barrow 
which can match the 
No. 23 when it comes 
to capacity, strength 
and ability to stand 
rough usage. 


The No. 23 tray is constructed of 16 gauge steel and is mounted complete 
on a No. 1 frame, with reinforced handles (see page 4). Equipped with No. 2 
wheel. Capacity 4 cu. ft. dry material; 3 cu. ft. wet concrete. Weight per 


dozen 980 lbs. Price, per dozen, $132.00. 


Write for Discounts 


A great demand for 
barrows of large ca- 
pacity and with less 
width has caused us 
to build a line of 
“Narrow” barrows, 
equipped with a nar- 
row but deep tray. 


The No. 30 tray is constructed of 16 gauge steel and is mounted complete 
on a No. 2 frame. Kquipped with No. 2 wheel (see page 2). Weight per 
dozen 900 lbs. Capacity 4 cu. ft. dry material; 3 cu. ft. wet concrete. Price, 
per dozen, $106.00. 


Sterling “Narrow” Concrete Barrow No. 81 


The ‘“‘Narrow”’ bar 
rows are all 25 inches 
wide over all, which 
permits their use in 
wheeling material 


na through narrow 
Z doors, windows and 
passages. 


The No. 31 tray is constructed of 16 gauge steel and is mounted on a No. 
2 frame (see page 4). Equipped with handle clamps and No. 2 wheel. Weight 
per dozen 900 lbs. Capacity 4 cu. ft. dry material; 3 cu. ft. wet concrete. 
Price, per dozen, $108.00. 


Write for Discounts 


The No. 32 has 
been endowed with 
all the latest Sterling 
improvements. The 
forged steel wheel 
guard and patented 
handle clamps make 
it the “Boss of the 
Narrow Line.” 


The No. 32 tray is constructed of 16 gauge steel and is mounted on a No, 1 
frame and No. 2 wheel (see page 2). Weight per dozen 930 lbs. Capacity 4 
cu. ft. dry material; 3 cu. ft. wet concrete. Price, per dozen, $114.00. 


Sterling “Monarch” Barrow No. 19 


The No. 19 tray is constructed of 18 gauge steel. 


The No. 19 is 
cheap, light, well 
built and durable. It 
will outlast two bar- 
rows of any other 
make of sieailar style 
and price. 


The legs, braces and 


handles are made of bone dry hard maple. Legs are equipped with heavy 
steel wearing shoes. Mounted on No. 1 Self-Lubricating wheel (see page 2). 


Weight per dozen 520 lbs. Capacity 2% cu. ft. 


Write for Discounts 


Price, per dozen, $56.00. 
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This barrow is constructed to fill exacting requirements where barrows of 
heavy construction are desired as in handling pig metal or stone. Constructed 
of the best 11% in. hard maple, with bent handles 6 ft. by 24% in. Body 26 in. 
wide, 27 in. long, dash 11 in. high. Very heavily ironed and bolted, Weight 
per dozen 840 Ibs. Capacity 500 Ibs. Price, per dozen, $96.00. 


Garden Barrow No. 20 


ROLLER BEARING 


Why use a cheaply 
constructed garden 
barrow when you can 
buy a good one with 
the same money? The 
Sterling Garden Bar- 
row is one of great 
strength and _ high 
grade workmanship 


Frame is constructed from the best grade hard maple, mounted on angle 
steel legs, braced and bent to form sockets for detachable sides. The sides, 
bottom and ends are reinforced 18 gauge steel. Width at handles 24 in. Depth 
at wheel 14 in. Width at wheel 22 in. Weight each 60 lbs. Price, each, $7.50. 


Write for Discounts 
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Tubular Steel Mining Barrow No. 7 


It takes a Sterling to 
beat a Sterling. If you 
don’t believe it just 
compare any Sterling 
part for part, with 
any other barrow and 
see where the Ster- 
ling stands when the 
test is over. 


| 
| 
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The No. 7 tray can be constructed of either 16, 14 or 12 gauge steel, and is 
mounted on No. 4 frame (see page 5) and No. 2 wheel. Weight per dozen 
880 Ibs. Capacity 314 cu. ft. Price, each, 16 gauge, $8.00; 14 gauge, $9.00; 
12 gauge $10.00. 


Tubular Steel Mining Barrow No. 7A 


Where else do bar- 
rows receive any | 
harder usage than in 
mines. For this rea- 
son the No. 7A is 
constructed to meet 

and overcome such 
requirements—and it 

does it. 


The 7A tray can be constructed from either 18 14 or 12 gauge steel, and is 
mounted complete on No. 4 frame (see page 5) with No. 2 wheel. Weight per 
dozen 850 lbs. Capacity 3 cu. ft. Price, each, 18 gauge, $7.50; 14 gauge, $8.50; 
12 gauge, $9.50. 


Write for Discounts i 
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Tubular Steel “Mexico” Barrow No. 7AA 


Just because a bar- 
row is light in weight 
is no sign that it is 
cheap in material. 
No. 7AA is high 
grade in construction 
and material, light in 
weight yet strong in 
use. 


The No. 7AA tray is constructed of 18 gauge steel and is mounted on No. 
4 frame and No. 1 wheel (see page 2). Weight per dozen 635 lbs. Capacity 
2% cu. ft. Price, per dozen, $80.00. 


Tubular Steel Mining Barrow No. 7B 


Greater capacity 
and greater strength. 
Both advantages are 
to be found in the 
No. 7B, This barrow 
can be adapted to any 
class of work where 
strength and capacity i 
are required, with j 
success. 


The No. 7B tray can be constructed from either 16, 14 or 12 gauge steel 
and is mounted on No. 4 frame (see page 5) and No. 2 wheel. Weight per 
dozen 888 Ibs. Capacity 4 cu. ft. Price, each, 16 gauge, $8.50; 14 gauge, $9.50; 
12 gauge, $10.50. 


Write for Discounts 
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Ajax Concrete Barrow No. 9 


The No. 9 barrow 
was built only after 
careful consideration 
of its advantages and 
usages, and we can 
truthfully say that it 
surprised us when put 
into actual service. 
For handling sloppy 
concrete it sure is a 
wonder. 


The No. 9 tray is constructed of 16 gauge steel. It is mounted on No, 4 
frame (see page 5) and No. 2 wheel. Weight per dozen 888 Ibs. Capacity 4 
cu. ft. Price per dozen, $108.00, 


The No. 33 is the 
king of the “narrow” 
barrows, being so 
constructed that two 
of these barrows can 
be placed sided by 
side on a contractor's 
material elevator. For 
handling sloppy con- 
crete in narrow pas- 
sages this barrow has 
no equal. 


Sterling “Narrow” Concrete Barrow No. 33 


The No. 33 tray is constructed of 16 gauge steel. It is mounted on a No. 
4 frame and No. 2 wheel (see page 2). Weight per dozen 925 Ibs. Capacity 
4cu, ft. Price, per dozen, $114.00. 


Write for Discounts 
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Sterling “Junior” Coal Barrow No. 35 


This barrow was 
designed as a me- 
dium sized, medium 
priced coal barrow. 
Although a junior by 
name it is a giant in 
strength and durabil- 
ity. Investigation 
into the merits of 
this barrow is worth 
your time. 


The No. 7BB tray is constructed of 16 gauge steel and is mounted on No. 
4 frame with No. 2 wheel (see page 2). Weight per dozen 940 Ibs. Capacity 
250 Ibs. hard coal. Price, per dozen, $132.00. 


Sterling Coal Barrow No. 11 


Put a cheap bar- 
row to work handling 
coal and see how 
quickly it goes to 
— but put a 
terling barrow on the 
job and see what a 
difference it makes. 
Why? Because it is 
made for just that 
purpose. 


The No. 11 projecting tray is constructed of 14 gauge steel and is mounted 


on a No. 4 frame (see page 5) and No. 2 wheel. Weight per dozen 1175 Ibs. 
Capacity coal 350 lbs. hard, 600 lbs. soft, or 6 cu. ft. Price, each, $14.00. 


Write for Discounts 
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Sterling Improved Coke Barrow No. 25 


Coke will not wear 
out a barrow as fast 
as coal, but neverthe- 
less the No. 25 is con- 
structed to withstand 
coal usage. Again we 
show the superiority 
of the Sterling design 
and workmanship. 


| The No. 25 projecting tray is constructed of 14 gauge steel and is mounted 
on a No, 4 frame (see page 5) and No. 2 wheel. Weight each 105 lbs. Capacity 
Coke, 7 bushels. Price, each, $18.00. 


Baker’s Concrete Conveyor No. 8 


Concrete construc- 
tion requires a large 
amount of equipment. 
The chief wheelbar- 
row requirement is a 
barrow particularly 
adapted for pouring 
concrete directly into 
forms. Just a glance 
at the No. 8 conveyor 
and you will at once 
add it to your “gang” 
as it is made specially 
for form pouring pur- 
poses. 


The No. 8 tray is constructed of 16 gauge steel, mounted on tubular steel 


and angle iron carriage. Equipped with No. 2 wheel (see page 2). Weight 
each 80 lbs. Capacity 3 cu. ft. sloppy concrete. Price, each, $15.00. 


Write for Discounts 
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Acme Forward Dump No. 4 


If you use this 
style of barrow you 
will save your men’s 
strength because in- 
stead of the man car- 
rying the load the 
wheel carries it and 
the man simply bal- 
ances and pushes it 


The scoop shape tray of the No. 4 barrow is constructed of 16 gauge steel, | 
mounted on a continuous tubular frame, which forms the handles, legs and 
tray support. Equipped with a No. 2 wheel. Weight per dozen 800 Ibs. | 
Capacity 31% cu. ft. or 800 Ibs. metal. Price, each, $11.33. 


| Hewitt Special Foundry Barrow No. 18 
| 


When it comes to 
withstanding wear 
and tear, you will 
find the Sterling No 
18 at the top of the 
ladder, . Note its con- 
struction — a_ giant 
when it comes to 
strength and durabil- 
ity. 


The No. 18 tray is constructed of 12 gauge steel, reinforced with extra 
heavy plate riveted to the bottom of the tray. It is mounted on a continuous 
tubular frame and No. 2 wheel with 2 in. tire (see page 2). Weight each 116 
| Ibs. Capacity 1000 Ibs. Price, each, $16.00. 


Write for Discounts 
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Sterling Concrete Cart No. 0 


Sterling carts, like 
Sterling barrows, are 
constructed to fill ex- 
acting requirements. 
Heav in constrvc- 
tion, forge in capacity 
and easy when it 
comes to wheeling 
and handling. 


The No. 0 tray is constructed of 14 gauge steel, reinforced around the top 
with angle iron. The tray is mounted on 30 in. diameter by 2 in. face wheels, 
which have 161% in. staggard spokes in tension. The legs are made of heavy bar 
steel securely bolted and riveted to tray. Axle 114 by 114 in. square. Capacity 
4%, cu. ft. Weight 170 lbs. each. Price, each, $30.00. 


Sterling Mortar Box 


The Sterling mortar boxes are designed to fill a long felt want for a mortar 
box of exceptional strength and durable construction but yet light in weight. 

The bottom and sides are constructed of 14 gauge steel, reinforced around 
top with 1 in. angle, around which the steel is folded, thereby combining the 
strength of the metals. This eliminates all possibilities of bulging or springing. 

All riveting is done on sides of box in order to leave bottom free from 
projecting rivet and bolt heads. A man can either use a hoe or shovel in this 
box because the bottom is absolutely smooth. 

Stock sizes, 7 ft. 5 in. x 2 ft. 9 in. x 1 ft. 4 in. Capacity 1% cu. yd. mortar. 
Weight 180 lbs. Price, each, $30.00. 


Write fer Discounts 


When it comes to 
handling concrete in 
large quantities, pick 
a Sterling No. 1 for 
the job. Its design 
Shows that it is 
. pted for this par- 
r class of work. 


The No. 1 tray is constructed of 14 gauge steel reinforced around top 
with angle iron having forged corners. Mounted on heavy steel legs and 30 in. 
| wheels with 2 in. face. Weight each 188 lbs. Capacity 5 cu. ft. wet material, 
6 cu. ft. dry. Price, each, $32.00. Furnished with 36 in. wheels at $2.00 addi- 
| tional to list price. 


Sterling Concrete Cart No. 3 


Did it ever occur 
4 to you that in han- 
dling heavy, dry, stiff 
material that the bot- 
tom of thecart must be 
rounded, thus permit- 
ting quick discharge? 
The Sterling has 
found the point and 
built it into the No. 
3 cart. 


| The No. 3 tray is constructed of 14 gauge steel, reinforced around top with 
| angle iron having forged corners. Mounted on 30 in. diameter wheels with 2 in. 
face, and heavy steel legs. Weight each 190 Ibs. Capacity 6 cu. ft. wet material. 
7 cu. ft. dry. Price, each, $36.00. Furnished with 36 in. wheels at $2.00 addi- 
tional to list price. 


Write for Discounts 
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Perfection Concrete Cart No. 4 


Did you ever have 
a cart run back when 
discharging? If you 
have, you know what 
it means when we 
say that the No. 4 
can’t run back. Can 
be discharged at any 
angle without raising 
the handles. 


The No. 4 tray is constructed of 14 gauge steel reinforced around top with 
angle iron having forged corners. Mounted on 30 in. diameter wheels with 2 in. 
face, and heavy steel legs. Weight each 200 Ibs. Capacity 6 cu. ft. wet ma- 
terial, 7 cu. ft. dry. Price, each $40.00. Furnished with 36 in. wheels at $2.00 
additional to list price. 


Sterling “Faultless” No. 5 


Latest in design 
and construction, but 
still Sterling in work- 
manship. Can be 
adapted to any class 
of work with the 
same result. A proven 
success when put to 
the test. 


The No. 5 tray is constructed of 14 gauge steel. Bottom and sides riveted 
to 1 in. angle iron and crimped over angle iron frame at the top. Mounted on 
36 in. wheel with 24% in. face and heavy steel braced legs. Weight each 215 
Ibs. Capacity 6 cu. ft. wet material 7 cu. ft. dry. Price, each, $40.00. 
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Sterling R. R. Barrows 


By reason of the scarcity and increasing cost of hardwood lumber, manu- 
facturers have been led to substitute cheap stock such as hemlock, cottonwood, 
and gum. Close competition has compelled manufacturers to cheapen con- 
struction in every possible manner until the so-called railroad barrow has 
become a worthless product, condemned by the user and a source of actual loss 
to the manufacturer, and no profit to the dealer. 


There is now an increasing demand and a ready market for a railroad 
barrow of quality made on “Sterling” principles, which are “HOW GOOD” not 
“HOW CHEAP,” and in offering the trade the “STERLING RAILROAD” 
No. 26, we guarantee it to be in keeping with the balance of the “Sterling 
Lines,” the Best Value Possible for the money. 


Tray—High grade hardwood lumber throughout. Steel rods passing through 
the ends which may be tightened by means of nuts, insuring tightness of 
joints under all conditions. Strong cleats nailed across both sides of bottom 
and down the front of tray to the handles. Stronger construction 
impossible. ” 


Frame—Selected hardwood, full bolted. Extra heavy handles. Legs mortised 
to receive the handles, and bolted outside of handles, giving wide base 
and greater stability. Cross leg brace and side stretchers full bolted, 
making an extra strong frame and one easily assembled. 


Wheel—Our celebrated patent self-lubricating wheel (see page 2), 8 spokes, 
11% in. tire, rolled steel shaft and malleable iron end brackets. This wheel 
weighs 5 to 9 lbs. more than any other make of wheel generally used on 
this style of barrow. 


Braces—The front tray braces are forged steel, bolted through front cleats to 
tray and connected with bolts to handles. 


From the above accurate description of our No. 26 you will readily con- 
cede that this is in every respect the best high-grade railroad barrow of its 
kind on the market. Weight per dozen 500 Ibs. Price, per dozen, $40.00. 
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